Operational Manual for

Updating the Database

Updates:
1.  All strip capacitance Excel files in the 

C:\Measure\Capacitance\

directory should copied to

Q:\UsCmsEmu\MP9 Prod\Capacitances\Cathode\.

2.  All wire capacitance Excel files in the

C:\Measure\Capacitance\Anode\
directory should be copied to

Q:\UsCmsEmu\MP9 Prod\Capacitances\Anode\.

3.  All Pitch/Tension measurement files in the

C:\Measure\Pitch_Tension\22a000_100\

C:\Measure\Pitch_Tension\22a100_200\

C:\Measure\Pitch_Tension\22a200_300\

C:\Measure\Pitch_Tension\22a300_400\

C:\Measure\Pitch_Tension\22a400_500\

directories should be copied to the

Q:\UsCmsEmu\MP9 Prod\Tension_Pitch\ME234_2_A_000_100\

Q:\UsCmsEmu\MP9 Prod\Tension_Pitch\ME234_2_A_100_200\

Q:\UsCmsEmu\MP9 Prod\Tension_Pitch\ME234_2_A_200_300\

Q:\UsCmsEmu\MP9 Prod\Tension_Pitch\ME234_2_A_300_400\

Q:\UsCmsEmu\MP9 Prod\Tension_Pitch\ME234_2_A_400_500\

directories respectively.

Example of an Update to the Database
In this example, the pitch/tension measurements for panels 100-200 will be updated.

1.1.  Open up Windows Explorer on the desktop.

1.2.  Find the Q:\ network drive on the left side and click on it.

1.3.  Click on the UsCmsEmu folder and then the MP9 Prod folder.  Your path should now be Q:\ UsCmsEmu\ MP9 Prod\ and your screen should look something like this:
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This folder is the starting point for updating all types of measurements.

1.4.  Click on the Tension_Pitch folder and then the ME234_2_A_100_200 folder.  Your screen should have this window:
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1.5.  Make sure the files are listed in the order of most recently created files first.  If the listing is not like this, click on the bar marked Modified.

1.6.  Open up a new Windows Explorer.

1.7.  Go to the directory C:\Measure\Pitch_Tension\22a100_200\.

1.8.  Make sure all the files are listed in the order of the most recently created files first.  If the listing is not like this, click on the bar marked Modified.  Your screen should now have this window:
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1.9.  Compare

C:\Measure\Pitch_Tension\22a100_200\

and

Q:\ UsCmsEmu\ MP9 Prod\ Tension_Pitch\ ME234_2_A_100_200\.

Determine which files need to be moved from the directory on the C:\ to the directory on the Q:\ by comparing the most recently created files in both directories.

1.10. Select the files on the C:\ that are not on the Q:\ and click the Copy button in the toolbar.  Copying can also be accomplished with the Ctrl C keystroke.  If unsure as to how to select several files, simply click on the first one with the mouse and hold the shift key while pressing the up or down arrow key.

1.11. Go to the window with the directory on the Q:\ and paste them into the directory by clicking the Paste button on the toolbar.  Pasting can also be accomplished with the Ctrl V keystroke.

Updating the capacitance measurements follows the same procedure.

